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• Cost-effectiveenclosureinlightweightconstruction,madeofcopper-
free aluminium

• SuitableforoperationinZones1,2,21and22
• ExdandExtbcertified
• GasgroupIIB+H2
• DegreeofprotectionIP65orIP66
• Retrofittablehinges
• Customizableconfigurationofoperatingelements,cableentry

quantitiesandcableglandtypes

 ◤ Selection Table

Ambienttemperature -60°C...+70°C(ForIIB) 
-60°C...+60°C(ForIIB+H2)

Enclosuresize Width Height Depth ProductType Art. no. Weight
1 250 mm 150 mm 92 mm 8250/ 0- 0250- 0150- 092- 420030 294281 8.2kg

2 300 mm 230 mm 102 mm 8250/ 0- 0300- 0230- 102- 420030 294282 12.5kg

Ambienttemperature -20°C...+70°C(ForIIB) 
-20°C...+60°C(ForIIB+H2)

Enclosuresize Width Height Depth ProductType Art. no. Weight
3 370mm 300 mm 138 mm 8250/0-0370-0300-138-420030 294283 19.1kg

5 540 mm 360mm 263mm 8250/0-0540-0360-263-420030 294284 46.5kg

 ◤ IECEx / ATEX

Zone 0 1 2 20 21 22

Installation in ● ● ● ●

 ◤ Technical Data

ExplosionProtection
IECExgasexplosionprotection ExdbIIB/IIB+H2Gb
IECExdustexplosionprotection Ex tb IIIC Db
ATEXgasexplosionprotection EII2GExdbIIB/IIB+H2Gb
ATEXdustexplosionprotection E II 2 D Ex tb IIIC Db
Certificates ATEX(BVS),IECEx(BVS)
ElectricalData
RatedoperationalvoltageDC 11000V
RatedoperationalvoltageAC 11kV
Ratedoperationalcurrent 1250 A

TheenclosureSeries8250formstheidealbasisforbuildingapplication-specificconfigurationsofmotorcon-
trolunits,controlstations,terminalboxes,controlanddistributionpanels.Theenclosureallowstheintegration
ofelectricalcomponentsandoperatingelementsaspercustomerspecification.
Fordirectcableentryintotheenclosures,flameproofcableglandsintypeofprotectionExdorthreadedholes
forconduitconnectioncanbeapplied.

WebCode 8250C

https://r-stahl.com/en/global/products/materialid/294281
https://r-stahl.com/en/global/products/materialid/294282
https://r-stahl.com/en/global/products/materialid/294283
https://r-stahl.com/en/global/products/materialid/294284
https://r-stahl.com/en/global/products/downloads/webcode/8250C
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 ◤ Accessories

Figure Description Art. no. Weight
Hinge

HingeforSeries8250 294285 120g

Mountingplate
Mountingplateforsize1 305844 700g

Mountingplateforsize2 305845 900g

Mountingplateforsize3 305846 1.75kg

Mountingplateforsize5 225908 3.9kg

Wallmounting
Wall-mountingrailforsize1 224231 900g

Wall-mountingrailforsize2 224232 1.13kg

Wall-mountingrailforsize3 225911 1.4kg

Wall-mountingrailforsize5 225913 1.5kg

 ◤ Technical Data

Ambient Conditions
Storagetemperature -60°C...+80°C
MechanicalData
Degreeofprotection(IP)(IEC60529) IP66(withO-ring)

IP65(withoutO-ring)
Enclosurematerial Castaluminiumalloy 

BS1490aluminiumLM6
Covermaterial EN-AW6082
Cover Flatpanel
Coverfixingtype Withstandardscrew,Accordingtotheorder
Enclosurecolour Lightgrey(RAL7035)
Enclosurecolournote Othercoloursonrequest
Built-incomponents without
Leftopenings(180°) Accordingtotheorder
Topopenings(90°) Accordingtotheorder
Rightopenings(0°) Accordingtotheorder
Bottomopenings(270°) Accordingtotheorder
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E3E3 Dimensional Drawings (All Dimensions in mm [inches]) – Subject to Alterations
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